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	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 48310-40-1C
	txtDescr: Tubing, PFA, 0.040 inch (1.0 mm) ID, 1/16th inch (1.6 mm) OD, low pressure, Your custom continuous length tubing, priced per meter. ARE-Applied Research brand.




	txtAdditional: Order the exact tubing length required for your application with custom continuous length PFA tubing designed for low‑pressure laboratory and analytical fluid handling. Custom lengths can reduce unnecessary fittings, minimize connection points, and simplify instrument installations where standard roll lengths may not provide the most efficient fluid path.



48310-40-1C tubing is manufactured from PFA (Perfluoroalkoxy Alkane), a fluoropolymer that provides many of the advantages associated with PTFE while offering lower permeability, greater transparency, and improved performance at elevated temperatures and pressures. The natural translucent construction allows visual monitoring of fluid movement, helping identify bubbles and verify flow conditions during operation.



You determine the required tubing length to optimize routing for chromatography instruments, solvent delivery systems, and general laboratory fluid transfer applications. Lengths of 15 meters or greater are supplied on a convenient spool to simplify handling and storage. With an internal diameter of 1.0 mm and an outer diameter of 1.6 mm, this tubing is suitable for low‑pressure applications where greater flow ca...
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