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	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 48335-65-1C
	txtDescr: Tubing, PFA, 1/16th inch (1.6 mm) ID, 1/8th inch (3.2 mm) OD, low pressure, Your custom continuous length tubing, priced per meter. ARE-Applied Research brand.




	txtAdditional: ARE-Applied Research PFA (Perfluoroalkyl) tubing is designed for low-pressure fluid transfer applications requiring exceptional chemical resistance, high purity, and reliable performance across a broad operating temperature range. PFA tubing provides performance characteristics similar to PTFE (Teflon®) while offering lower permeability, greater transparency, and improved performance at elevated temperatures and pressures.



48335-65-1C allows laboratories and manufacturers to order a custom continuous length of natural translucent PFA tubing with a 1/16 inch (1.6 mm) internal diameter and 1/8 inch (3.2 mm) outer diameter. This custom-order option is priced per meter, allowing users to specify the exact tubing length required for their application while minimizing waste and reducing the need for intermediate fittings or unions.



The translucent construction allows visual monitoring of fluid movement while maintaining excellent chemical compatibility with a wide range of solvents, reagents, and laboratory chemicals.



Lengths of 15 meters or longer are supplied on a convenient spool for easier storage, handling, and dispensing.



Do not use this tubing at temperatures exceed...
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