PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

49029-02-010

Check Valve, luer, pocket for 0.122-inch (3.1 mm) OD tubing to male locking luer. Clear-Transparent MABS and
Blue-Transparent SAN with Silicone Diaphragm. 10/PK.

Pack of 10

Additional Info

The 49029-02-010 (10/Pack) check valves are high-performance laboratory fluidic components designed for secure and
reliable fluid control in analytical instruments, fluid transfer systems, and laboratory equipment requiring dependable one-way
flow performance.

These valves feature tubing pockets designed for 0.122" (3.1 mm) OD tubing on one side and male locking Luer connections
on the other, allowing convenient integration with compatible laboratory fluidic systems and Luer-based devices.

Manufactured from clear-transparent MABS (Methyl Methacrylate Acrylonitrile Butadiene Styrene) and blue-transparent SAN
(Styrene Acrylonitrile), the valves provide excellent visibility for monitoring fluid movement and connection integrity during
operation.

The integrated silicone diaphragms deliver dependable sealing performance while helping prevent unwanted backflow in
sensitive laboratory fluid handling applications.
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These valves feature tubing pockets designed for 0.122" (3.1 mm) OD tubing on one side and male locking Luer connections on the other, allowing convenient integration with compatible laboratory fluidic systems and Luer‑based devices.



Manufactured from clear‑transparent MABS (Methyl Methacrylate Acrylonitrile Butadiene Styrene) and blue‑transparent SAN (Styrene Acrylonitrile), the valves provide excellent visibility for monitoring fluid movement and connection integrity during operation.



The integrated silicone diaphragms deliver dependable sealing performance while helping prevent unwanted backflow in sensitive laboratory fluid handling applications.



Key Features



Male locking Luer check valve configuration



Tubing pocket for 0.122" (3.1 mm) OD tubing



Clear‑transparent MABS body construction



Blue‑transparent SAN cap design



Silicone diaphragm for reliable sealing



Designed for dependable backflow ...
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