PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

59034-15P-3

HPLC Column, Axis Cyano, 3um, 4.6mm ID x 150mm Length, 100A. Cogent Brand. 1 EA.

Additional Info

Axis Cyano™ is a versatile cyanopropyl HPLC stationary phase that provides unique selectivity for compounds that may not be
adequately resolved on conventional C18 columns. Manufactured on high-purity silica with a bonded 3-carbon ligand
terminating in a cyano functional group, this stationary phase has been a trusted choice in analytical laboratories for many
years. lts moderate polarity makes it useful for a broad range of reversed phase applications while providing retention
characteristics distinct from traditional alkyl-bonded phases.

59034-15P-3 is a 150 mm x 4.6 mm ID analytical column packed with 3 pm, 100A Axis Cyano particles. The 150 mm length
provides an excellent balance of resolution and run time, while the smaller 3 um particle size delivers greater efficiency,
sharper peaks, and improved chromatographic performance compared to 5 um particles. The industry-standard 4.6 mm ID
format typically operates at approximately 1.0-2.0 mL/min on conventional HPLC systems; however, users should expect
higher backpressure due to the smaller particle size.

This column is an excellent alternative for methods specifying USP L10 columns. The cyano stationary phase is commonl...
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	txtAdditional: Axis Cyano™ is a versatile cyanopropyl HPLC stationary phase that provides unique selectivity for compounds that may not be adequately resolved on conventional C18 columns. Manufactured on high-purity silica with a bonded 3-carbon ligand terminating in a cyano functional group, this stationary phase has been a trusted choice in analytical laboratories for many years. Its moderate polarity makes it useful for a broad range of reversed phase applications while providing retention characteristics distinct from traditional alkyl-bonded phases.



59034-15P-3 is a 150 mm x 4.6 mm ID analytical column packed with 3 µm, 100Å Axis Cyano particles. The 150 mm length provides an excellent balance of resolution and run time, while the smaller 3 µm particle size delivers greater efficiency, sharper peaks, and improved chromatographic performance compared to 5 µm particles. The industry-standard 4.6 mm ID format typically operates at approximately 1.0–2.0 mL/min on conventional HPLC systems; however, users should expect higher backpressure due to the smaller particle size.
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