PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

68004-P50-50-3M

Process HPLC Column, RP C4, Wide Pore, 10um, 300A. 50mm ID x 50mm Length. Cogent Brand. 1 EA.

Additional Info

Cogent RP C4 Butyl Wide Pore is a reversed-phase HPLC stationary phase manufactured using high-purity silica with
traditional butyl (C4) ligand bonding and complete double endcapping. The 300 A pore structure is specifically designed to
improve accessibility for proteins, peptides, enzymes, and other large biomolecules, making it an excellent choice for process-
scale purification applications where high recovery, loading capacity, and reproducible performance are critical.

68004-P50-50-3M is a process HPLC column with dimensions of 50 mm ID x 50 mm length, packed with 10 um RP C4 Buty!
Wide Pore particles featuring a 300 A pore size. The large internal diameter supports substantial sample loading and high-

throughput purification, while the short 50 mm length is optimized for rapid purification cycles, process development, and
manufacturing method screening. Typical flow rates are approximately 80-200 mL/min depending on system capabilities,
mobile phase conditions, and process requirements.

This column is specifically intended for in-process purification of proteins, peptides, enzymes, and other large hydrophobic or
neutral biomolecules. The combination of wide pore archit...
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