PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

68012-05P-4

HPLC Column, RP C12, 10um, 4.0mm ID x 50mm Length, 100A. Cogent Brand. 1 EA.

Additional Info

Cogent RP C12 is a unique reversed-phase HPLC stationary phase based on an adamantane bonded ligand, a rigid diamond-
like carbon structure that provides distinctive chromatographic selectivity compared to traditional alkyl phases. The
combination of high-purity silica, a narrow particle size distribution, low metal content, complete double endcapping, and the
rigid bonded phase design makes this column particularly effective for resolving complex mixtures, fast gradient separations,
and applications requiring rapid equilibration between runs. The phase generally provides retention that falls between C8 and
C18 columns, making it an excellent choice when C18 retention is excessive and C8 retention is insufficient.

68012-05P-4 is an analytical HPLC column with dimensions of 4.0 mm ID x 50 mm length, packed with 10 um RP C12 particles
featuring a 100 A pore size. The short column length is well suited for rapid analyses, high-throughput screening, and fast
method development workflows. The rigid adamantane bonded phase promotes rapid re-equilibration during gradient
methods, while the 10 um particle size supports higher flow rates and lower operating backpressure. Typical operat...
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