PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

68034-05P-3M

HPLC Column, RP Cyano, Wide Pore, 10um, 4.6mm ID x 50mm Length, 300A. Cogent Brand. 1 EA.

Additional Info

Cogent RP Cyano Wide Pore is a versatile reversed-phase stationary phase designed for HPLC methods requiring lower
hydrophobic retention, rapid equilibration, and unique selectivity compared to traditional C18 columns. Manufactured using
high-purity silica with a cyanopropyl (CN) bonded phase, it provides balanced retention for polar and moderately
hydrophobic compounds while offering compatibility with many USP L10 methods. The 300 A wide pore structure improves
accessibility for larger molecules, making it particularly useful for biomolecules and other high molecular weight analytes.

68034-05P-3M is an analytical HPLC column packed with 10 um RP Cyano Wide Pore particles featuring a 300 A pore size in a
4.6 mm ID x 50 mm format. The short column length is optimized for fast analyses, rapid method development, and scouting
studies. The 10 um particle size supports lower operating backpressure and allows higher flow rates when appropriate. Typical
operating flow rates for a 4.6 mm ID column are approximately 1.0-2.0 mL/min depending on mobile phase composition,
analyte characteristics, and system configuration.

This column is commonly used for proteins, peptides, enzymes, ...
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