PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

68104-05P-2

UHPLC Column, RP C4 Butyl, 1.8um, 100A. 2.1mm ID x 50mm Length. Cogent Brand. 1 EA.

Additional Info

Cogent RP C4 Butyl is a reversed-phase HPLC and UHPLC stationary phase designed for the separation of hydrophobic to
moderately hydrophobic compounds. Manufactured using a traditional butyl (C4) bonded phase on ultra-high purity silica
and fully double end capped, it provides reproducible retention, excellent peak shape, and reduced secondary interactions.
The shorter alkyl chain offers less retention than C8 or C18 phases, making it well suited for fast analyses, biomolecules,
peptides, proteins, and method development where excessive retention is undesirable.

68104-05P-2 is a UHPLC column packed with 1.8 um RP C4 Butyl particles featuring a 100 A pore size in a 2.1 mm ID x 50 mm
format. The short 50 mm length is optimized for high-speed separations, while the 1.8 um particle technology provides
exceptional efficiency, increased peak capacity, and superior chromatographic performance compared to larger particle
columns. This column is specifically engineered for high-pressure UHPLC applications and is intended to take full advantage of
UHPLC instrumentation capable of operating at the elevated pressures generated by sub-2 um particles. Typical operating
flow rates are approx...
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