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	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 68112-10P-4
	txtDescr: UHPLC Column, RP C12, 1.8um, 100A. 4.0mm ID x 100mm Length. Cogent Brand. 1 EA. 




	txtAdditional: Cogent RP C12™ is a unique reversed-phase UHPLC stationary phase featuring a rigid adamantane-like bonded phase on ultra-high purity silica. Fully double end capped and compatible with 100% aqueous mobile phases, it provides excellent retention stability, rapid re-equilibration, and highly reproducible performance. With hydrophobic retention typically greater than C8 phases and lower than C18 phases, RP C12™ is well suited for high-throughput screening, gradient methods, pharmaceutical analysis, and complex mixture separations.



68112-10P-4 is a UHPLC column packed with 1.8 µm RP C12™ particles with a 100 Å pore size in a 4.0 mm ID x 100 mm format. The 100 mm length provides enhanced resolution and peak capacity compared to shorter columns, while the sub-2 µm particle technology delivers outstanding chromatographic efficiency. Designed specifically for high-pressure UHPLC operation, this column provides optimal performance when used on UHPLC systems capable of handling the elevated pressures generated by 1.8 µm particles. Typical operating flow rates are approximately 0.8–1.5 mL/min depending on method conditions and instrument pressure capabilities.
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