PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

68124-10P

UHPLC Column, RP Phenyl, 1.8um, 100A. 4.6mm ID x 100mm Length. Cogent Brand. 1 EA.

Additional Info

Cogent RP Phenyl™ is a reversed-phase UHPLC stationary phase designed to provide enhanced selectivity for aromatic and
structurally related compounds. Manufactured using a propyl! linker with a terminal phenyl ring bonded to ultra-high purity
silica and fully double end capped, this phase offers unique 7 -7 interaction mechanisms that can improve the separation of
compounds that may be difficult to resolve on traditional alkyl phases. It is particularly useful for aromatic pharmaceuticals,
positional isomers, flavonoids, tocopherols, polynuclear aromatic hydrocarbons, nitro-aromatic compounds, and many natural
products.

68124-10P is a UHPLC column packed with 1.8 um RP Phenyl™ particles featuring a 100 A pore size in a 4.6 mm ID x 100 mm
format. The 100 mm length provides greater resolution and peak capacity than shorter 50 mm columns while maintaining
efficient analysis times. The sub-2 um particle technology delivers excellent chromatographic efficiency and is specifically
designed for high-pressure UHPLC operation. Typical operating flow rates are approximately 1.0-2.0 mL/min depending on
mobile phase composition, temperature, and system pressure limitations.

This column ...

MicroSolv Technology Corporation
9158 Industrial Blvd. NE, Leland, NC 28451
tel. (732) 380-8900, fax (910) 769-9435
Email: info@mtc-usa.com

Website: www.mtc-usa.com




	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 68124-10P
	txtDescr: UHPLC Column, RP Phenyl, 1.8um, 100A. 4.6mm ID x 100mm Length. Cogent Brand. 1 EA.
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68124-10P is a UHPLC column packed with 1.8 µm RP Phenyl™ particles featuring a 100 Å pore size in a 4.6 mm ID x 100 mm format. The 100 mm length provides greater resolution and peak capacity than shorter 50 mm columns while maintaining efficient analysis times. The sub-2 µm particle technology delivers excellent chromatographic efficiency and is specifically designed for high-pressure UHPLC operation. Typical operating flow rates are approximately 1.0–2.0 mL/min depending on mobile phase composition, temperature, and system pressure limitations.



This column ...
	txtAdditionalTitle: Additional Info


