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	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 68504-SP100-3M
	txtDescr: Semi Prep HPLC Column, RP C4 Wide Pore, 5um, 300A. 10mm ID x 100mm Length. Cogent Brand. 1 EA. 




	txtAdditional: Cogent RP C4™ Wide Pore is a reversed-phase HPLC stationary phase designed for the purification and isolation of proteins, peptides, enzymes, and other biological compounds. Manufactured using a four-carbon butyl ligand bonded to ultra-high purity silica and fully double end capped, this 300 Å wide pore stationary phase provides enhanced accessibility for large biomolecules while maintaining the lower hydrophobic retention characteristics of C4 chemistry. The wide pore design is particularly beneficial when purifying larger molecules that require greater pore accessibility and efficient mass transfer.



68504-SP100-3M is a semi-preparative HPLC column packed with 5 µm RP C4™ Wide Pore particles featuring a 300 Å pore size in a 10 mm ID x 100 mm format. The 10 mm internal diameter provides significantly greater sample loading capacity than analytical columns, while the 100 mm length offers an excellent balance between throughput and chromatographic resolution. The 300 Å pore structure improves accessibility for proteins, peptides, enzymes, and other biomolecules. Typical operating flow rates are approximately 4–8 mL/min depending on mobile phase composition, analyte properties, ...
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