
PRODUCT SHEET

MicroSolv Technology Corporation
9158 Industrial Blvd. NE, Leland, NC 28451
tel. (732) 380-8900, fax (910) 769-9435
Email: info@mtc-usa.com
Website: www.mtc-usa.com


	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 82561-25P
	txtDescr: HPLC Column, NP Silica, 5um, 4.6mm ID x 250mm Length, 100A. Cogent Brand. 1 EA.




	txtAdditional: Cogent NP Silica™ HPLC Columns are designed for normal-phase and HILIC separations of polar and hydrophilic compounds. Manufactured from ultra-high purity, low-metal-content 100 Å silica, this stationary phase is completely unmodified, providing the selectivity associated with USP L3 classified columns. NP Silica™ columns are widely used in established USP methods and new method development where traditional silica selectivity is required.



82561-25P is packed with 5 µm NP Silica™ particles in a 4.6 mm ID x 250 mm format. The 5 µm particle size provides excellent chromatographic performance while maintaining lower operating backpressures compared to smaller particles. The 250 mm column length provides maximum resolution and peak capacity, making it ideal for challenging separations and complex sample matrices.



The 4.6 mm ID x 250 mm format is well suited for HILIC applications, normal-phase chromatography, pharmaceutical analysis, quality control testing, and advanced method development. Typical flow rates are approximately 0.8-1.5 mL/min depending on mobile phase composition and application requirements.



Key Benefits



NP Silica™ stationary phase



USP L3 equivalent c...
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