PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

95025-10-15

CUSTOM ITEM: Caps, Headspace, Crimp Top, with Blue Silicone Rubber / White PTFE, High Purity Septa, fitted in
Aluminum, Silver Caps with 10mm center holes. For use with 20mm Crimp Top Headspace Vials. BASIK Brand.
100/PK. BULK PRICING.

Additional Info

The 95025-10-1S BASIK Headspace Caps are a made-to-order, ultra-high purity solution designed for demanding headspace
GC applications, featuring blue silicone rubber / white PTFE septa engineered for exceptionally low bleed and ultra-low

extractables.

These caps are fitted in 20 mm aluminum crimp closures with a 10 mm center hole, providing consistent autosampler needle

access while maintaining a secure seal for volatile sample integrity.
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MicroSolv Technology Corporation
9158 Industrial Blvd. NE, Leland, NC 28451
tel. (732) 380-8900, fax (910) 769-9435
Email: info@mtc-usa.com

Website: www.mtc-usa.com
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These caps are fitted in 20 mm aluminum crimp closures with a 10 mm center hole, providing consistent autosampler needle access while maintaining a secure seal for volatile sample integrity.



✅ Recommended for validated, high‑sensitivity analytical workflows



Ultra‑Soft Silicone/PTFE Septa – Maximum Penetration Ease



Blue silicone rubber / white PTFE construction



Durometer: 35 Shore A (very soft)



Thickness: 3.0 mm



Provides:



Extremely low needle resistance



Reduced needle wear



Smooth, consistent penetration



✅ Ideal for high‑throughput autosampler systems and delicate needle systems



Ultra Low Bleed – High Purity Performance



Proprietary processing for:



Ultra‑low bleed



Minimal extractables



High chemical purity



✅ Excellent for:



Trace‑level analysis



GC methods sensitive to contamination



Wide Temperature Range – Headspace Ready



Operating range:



-60°C to 200°C



✅ Suitable for:...
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