PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number
9502C-0E-WDAV

CUSTOM ITEM: Vials, Crimp Top, Glass. Amber, 2ml, with Write-On Patch and fill lines. Deactivated. An 11mm
Serum Finish with 12x32mm outer dimensions. For use as an autosampler vial. BASIK Brand. BULK PRICING.

Additional Info

Designed for demanding analytical workflows, these deactivated amber autosampler vials combine adsorption control, light
protection, and enhanced sample traceability in a single configuration.

9502C-0E-WDAV vials are manufactured from 1st hydrolytic, Class A borosilicate glass and are both amberized and silanized
(deactivated). The deactivation process reduces active surface sites on the glass, minimizing interaction with polar or
adsorption-prone compounds and improving analyte recovery and reproducibility. The amber glass provides low actinic
properties, helping protect light-sensitive samples from degradation during storage and analysis.

Each vial includes a write-on patch and fill lines applied with epoxy paint. This allows clear labeling and standardized filling
while resisting smearing from solvents, improving both workflow organization and consistency. The wide opening and 11 mm
serum finish are engineered to provide one of the most secure seals available when used with proper aluminum crimp caps,
making these vials suitable for sensitive or volatile samples.

Offered as a custom item with bulk pricing, this configuration is ideal for high-throughput laboratories ...
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