PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

95025-E-10C-B

Caps, Screw Top, with Soft-Guard, White Silicone Rubber / Red PTFE Septa, bonded in "knurled", polypropylene,
Blue Caps. For use with 9-425 mm thread, 12x32 mm autosampler vials. Soft-Guard Brand. 100/PK

Additional Info

The 9502S-E-10C-B Screw Caps feature bonded Soft-Guard™ white silicone / red PTFE septa integrated into a durable knurled

polypropylene cap, designed for 9-425 thread autosampler vials (12 x 32 mm).

Engineered for routine and high-throughput chromatography, these caps provide reliable sealing, smooth needle

penetration, and strong resealing performance, ensuring consistent analytical results.

7 One of MICROSOLV's most widely used screw caps for HPLC and LC-MS applications
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Engineered for routine and high‑throughput chromatography, these caps provide reliable sealing, smooth needle penetration, and strong resealing performance, ensuring consistent analytical results.



✅ One of MICROSOLV’s most widely used screw caps for HPLC and LC‑MS applications



Soft‑Guard™ Septa – Reduced Coring &amp; Improved Reliability



Bonded silicone/PTFE septa construction reduces:



Septum coring



Missed injections



Autosampler downtime



Provides:



Smooth, controlled needle penetration



Improved resealing after multiple injections



✅ Enhances data consistency and instrument uptime



Optimized Septa Specifications



Durometer: 40–50 Shore A



Thickness: 0.040 in ± 0.003 in



✅ Balanced design delivers:



Compatibility with autosampler needles



Durability for multi‑injection workflows



9‑425 Cap Format – Broad Instrument Compatibility



Fits 9‑425 thread autosampler vials



Designed for 12 × 32 mm vials



Compatible with:



Standard HPLC syste...
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