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HPLC Columns and Chromatography Accessories

Catalog Number
95095-10B

Caps, Screw Top, with White Silicone Rubber / White PTFE, ultra-low bleed Septa, bonded in "knurled",
polypropylene, Dark Blue Caps. For use with 9-425mm thread, 12x32mm autosampler vials. AQ Brand. 100/PK

Additional Info

The 95095-10B AQ™ Screw Caps are selected for chromatography workflows requiring high purity septa materials, low
background interference, and consistent injection performance. The bonded white silicone rubber/white PTFE septa design

helps minimize septa movement, dislodgement, and septa plunge during repeated autosampler injections.

Manufactured with dark blue knurled polypropylene caps and ultra-low bleed white PTFE septa, these caps are designed to
minimize extractables and background signal in sensitive HPLC applications. White PTFE provides excellent chemical inertness

without added dyes, supporting trace-level analytical workflows and stable chromatographic baselines.

MicroSolv Technology Corporation
9158 Industrial Blvd. NE, Leland, NC 28451
tel. (732) 380-8900, fax (910) 769-9435

Email: info@mtc-usa.com
Website: www.mtc-usa.com




	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 9509S-10B
	txtDescr: Caps, Screw Top, with White Silicone Rubber / White PTFE, ultra-low bleed Septa, bonded in "knurled", polypropylene, Dark Blue Caps. For use with 9-425mm thread, 12x32mm autosampler vials. AQ Brand. 100/PK




	txtAdditional: The 9509S‑10B AQ™ Screw Caps are selected for chromatography workflows requiring high purity septa materials, low background interference, and consistent injection performance. The bonded white silicone rubber/white PTFE septa design helps minimize septa movement, dislodgement, and septa plunge during repeated autosampler injections.



Manufactured with dark blue knurled polypropylene caps and ultra‑low bleed white PTFE septa, these caps are designed to minimize extractables and background signal in sensitive HPLC applications. White PTFE provides excellent chemical inertness without added dyes, supporting trace‑level analytical workflows and stable chromatographic baselines.



Ultra‑Low Bleed Septa



White silicone rubber/white PTFE septa



Ultra‑low bleed septa configuration



Designed to minimize extractables



Reduced background signal contribution



✅ Optimized for high purity HPLC workflows



Bonded Septa Construction



Bonded septa design



Helps reduce septa plunge



Minimizes septa movement and dislodgement



Supports repeated autosampler injections



✅ Reliable injection reproducibility



Standard 9‑425 Compatibility



Fits 9‑425 screw thread vials
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