PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number
9512C-0-0DCV-A

CUSTOM ITEM: Vials, Crimp Top, Glass. Clear, 1.8ml, Max Recovery™. Deactivated. An 11mm Serum Finish with
12x32mm outer dimensions. For use as an autosampler vial. AQ Brand. BULK PRICING.

Additional Info

Achieve maximum sample recovery and reduced analyte interaction with deactivated Max Recovery™ autosampler vials
designed for high-sensitivity workflows.

9512C-0-0DCV-A vials are manufactured from 1st hydrolytic, Class A, Type-33 borosilicate glass and feature a deactivated
surface to minimize adsorption of active compounds. The smooth interior walls (no ledges) and conical center-draining
design reduce residual volume to approximately 2 uL, allowing near-complete sample retrieval—ideal for trace-level or
limited-volume analyses.

The precisely engineered conical well is slightly larger than standard autosampler needles, ensuring reliable bottom-entry
sampling without needle interference. This design improves injection consistency and protects both samples and
instrumentation. The 11 mm serum finish provides a secure, leak-resistant seal when used with proper aluminum crimp caps.
Certificate of Conformance is available upon request.

Key Benefits
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9512C-0-0DCV-A vials are manufactured from 1st hydrolytic, Class A, Type‑33 borosilicate glass and feature a deactivated surface to minimize adsorption of active compounds. The smooth interior walls (no ledges) and conical center‑draining design reduce residual volume to approximately 2 µL, allowing near‑complete sample retrieval—ideal for trace‑level or limited‑volume analyses.



The precisely engineered conical well is slightly larger than standard autosampler needles, ensuring reliable bottom‑entry sampling without needle interference. This design improves injection consistency and protects both samples and instrumentation. The 11 mm serum finish provides a secure, leak‑resistant seal when used with proper aluminum crimp caps. Certificate of Conformance is available upon request.



Key Benefits



Deactivated surface reduces analyte adsorption



Max Recovery™ design minimizes residual volume (~2 µL)



Smooth interior and conical bottom improve sample recovery



Optimized well design prevents needle bottoming
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