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HPLC Columns and Chromatography Accessories

Catalog Number

95296-1mL-3PR

Micro-Sample Management System. Complete Set, includes 96 individual, TmL glass Inserts with RSA-Pro X
surfaces in a Rack and Base plus a matching Pre-Slit, Solvent Resistant, Polymeric plug style, Sealing Mat. U-2D
Brand. 1 EA.

Additional Info

Maximize recovery and injection consistency in high-throughput workflows with the U-2D Micro-Sample Management
System™ designed for adsorption-prone and solvent-based applications.

95296-1mL-3PR systems include 96 precision point RSA™ glass inserts treated with RSA-Pro X™ hydrophobic surface
technology to prevent analyte interaction with borosilicate glass. This treatment is highly stable, even in aqueous conditions,
and significantly outperforms silanized surfaces, making it ideal for proteins, peptides, enzymes, and trace-level compounds
prone to adsorption.

This configuration is optimized for both performance and workflow efficiency. The pre-slit, solvent-resistant polymeric mat
supports consistent autosampler needle penetration while maintaining compatibility with HPLC organic solvents. Combined
with the pre-racked insert format, this system simplifies pipetting, improves organization, reduces handling errors, and
provides one of the most efficient solutions for hydrophobic, low-volume, high-throughput sample management.

Key Benefits
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95296-1mL-3PR systems include 96 precision point RSA™ glass inserts treated with RSA‑Pro X™ hydrophobic surface technology to prevent analyte interaction with borosilicate glass. This treatment is highly stable, even in aqueous conditions, and significantly outperforms silanized surfaces, making it ideal for proteins, peptides, enzymes, and trace‑level compounds prone to adsorption.



This configuration is optimized for both performance and workflow efficiency. The pre‑slit, solvent‑resistant polymeric mat supports consistent autosampler needle penetration while maintaining compatibility with HPLC organic solvents. Combined with the pre‑racked insert format, this system simplifies pipetting, improves organization, reduces handling errors, and provides one of the most efficient solutions for hydrophobic, low‑volume, high‑throughput sample management.



Key Benefits



RSA‑Pro X™ surface prevents adsorption and sample loss



Stable hydrophobic treatment for aqueous and organic conditions
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