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HPLC Columns and Chromatography Accessories

Catalog Number

95296-1mL-P-PK

Inserts, RSA-Pro X, in Racks. Includes 576 clear, TmL surface treated glass Inserts with wide conical Points in 6
Racks of 96. U-2D Brand. 1 PK.

Additional Info

Improve recovery and efficiency in mid-scale workflows with RSA-Pro X™ inserts supplied in convenient 96-well rack format
for streamlined sample handling.

95296-1mL-P-PK inserts are manufactured from high-purity borosilicate glass and treated with RSA-Pro X™ hydrophobic
surface technology to prevent adsorption of difficult compounds. This treatment is highly stable—even in aqueous
environments—and provides long-term performance superior to traditional silanized glass, making it ideal for proteins,
peptides, enzymes, and trace-level analytes.

Supplied pre-racked, these inserts offer an efficient solution for labs needing hydrophobic low-volume sample handling
without committing to full case quantities. The 96-well rack format enables fast filling with single or multi-channel pipettors,
improved organization, and compatibility with ANSI standard autosampler systems. When used with U-2D™ bases and sealing
mats (sold separately), these inserts support flexible workflows for both storage and analysis.

Key Benefits

MicroSolv Technology Corporation
9158 Industrial Blvd. NE, Leland, NC 28451
tel. (732) 380-8900, fax (910) 769-9435
Email: info@mtc-usa.com

Website: www.mtc-usa.com




	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 95296-1mL-P-PK
	txtDescr: Inserts, RSA-Pro X, in Racks. Includes 576 clear, 1mL surface treated glass Inserts with wide conical Points in 6 Racks of 96. U-2D Brand. 1 PK.




	txtAdditional: Improve recovery and efficiency in mid‑scale workflows with RSA‑Pro X™ inserts supplied in convenient 96‑well rack format for streamlined sample handling.



95296-1mL-P-PK inserts are manufactured from high‑purity borosilicate glass and treated with RSA‑Pro X™ hydrophobic surface technology to prevent adsorption of difficult compounds. This treatment is highly stable—even in aqueous environments—and provides long‑term performance superior to traditional silanized glass, making it ideal for proteins, peptides, enzymes, and trace‑level analytes.



Supplied pre‑racked, these inserts offer an efficient solution for labs needing hydrophobic low‑volume sample handling without committing to full case quantities. The 96‑well rack format enables fast filling with single or multi‑channel pipettors, improved organization, and compatibility with ANSI standard autosampler systems. When used with U‑2D™ bases and sealing mats (sold separately), these inserts support flexible workflows for both storage and analysis.



Key Benefits



RSA‑Pro X™ surface prevents adsorption and sample loss



Stable hydrophobic treatment for aqueous and organic workflows



Mid‑volume pack (576 inserts) balanc...
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