MICROSGLVY
PRODUCT SHEE on
TECHNOLOGY CORPORATION

HPLC Columns and Chromatography Accessories

Catalog Number

95296-500-3PP

Micro-Sample Management System. Complete Set, includes 96 individual, 500uL glass Inserts with RSA-Pro X
surfaces in a Rack and Base plus a matching Silicone Rubber, Pre-Slit plug style, Sealing Mat. U-2D Brand. 1 EA.

Additional Info

Maximize sample recovery and injection consistency in mid-volume, high-throughput workflows with the U-2D Micro-Sample
Management System™ engineered for LC-MS and HPLC applications.

95296-500-3PP systems include 96 precision point RSA™ glass inserts treated with RSA-Pro X™ hydrophobic surface
technology to prevent adsorption of “sticky” analytes. This advanced surface remains stable even in aqueous environments
and delivers long-term performance superior to traditional silanized glass, making it ideal for proteins, peptides, enzymes, and
trace-level compounds.

This configuration is designed for both workflow efficiency and autosampler performance. The pre-racked 96-well format
enables fast filling using single or multi-channel pipettors while improving organization, visualization, and thermal control.
The included pre-slit silicone mat enhances injection consistency by reducing coring and enabling smooth, repeatable needle
penetration. This makes it especially suitable for repeated injection workflows in automated systems.

Key Benefits
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95296-500-3PP systems include 96 precision point RSA™ glass inserts treated with RSA‑Pro X™ hydrophobic surface technology to prevent adsorption of “sticky” analytes. This advanced surface remains stable even in aqueous environments and delivers long‑term performance superior to traditional silanized glass, making it ideal for proteins, peptides, enzymes, and trace‑level compounds.



This configuration is designed for both workflow efficiency and autosampler performance. The pre‑racked 96‑well format enables fast filling using single or multi‑channel pipettors while improving organization, visualization, and thermal control. The included pre‑slit silicone mat enhances injection consistency by reducing coring and enabling smooth, repeatable needle penetration. This makes it especially suitable for repeated injection workflows in automated systems.



Key Benefits



RSA‑Pro X™ surface prevents adsorption and sample loss



500 µL format provides flexible mid‑volume capacity



Pre‑slit mat improve...
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