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	txtImgArea: 
	txtCatalog: Catalog Number
	txtCaption: 9532C-0-WAV
	txtDescr: Vials, Crimp Top, Glass. Amber / Clear Insert, 300ul with Write-On Patch, Fused Insert Style. An 11mm Serum Finish with 12x32mm outer dimensions. For use as an autosampler vial. AQ Brand. 100/PK.




	txtAdditional: Improve sample recovery, traceability, and light protection with fused insert autosampler vials designed for low‑volume analytical applications. These vials combine an amber outer vial with a permanently fused clear insert, reducing sample transfers while providing dependable sample containment. The integrated design helps improve workflow efficiency and minimizes handling errors often associated with separate inserts.



9532C-0-WAV vials are manufactured from First Hydrolytic, Class A, Type N51A borosilicate glass and feature a 300 µL fused insert for efficient low‑volume sample analysis. The amberized glass provides low actinic protection for light‑sensitive compounds, while the clear insert allows easy sample visibility. A durable epoxy write‑on patch resists smearing when exposed to common laboratory solvents, improving sample identification and traceability throughout analytical workflows. These vials are manufactured in an ISO 9001:2015 certified facility for consistent quality and performance.



The 11 mm serum finish is designed for use with aluminum crimp caps and provides one of the most secure sealing options available for chromatography applications when properly c...
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