PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

95325-0CV-RS

Vials, Screw Top, Glass. Clear / Clear Insert, 300ul with Write-On Patch and fill lines, Fused Insert™, 9-425mm
threads, 12x32mm outer dimensions. For use as an autosampler vial. RSA Brand. 100/PK.

Additional Info

RSA™ Low Volume Vials: Consistent Performance with Reduced Surface Activity

Key Features:

First Hydrolytic, Class A, Type-33 Reduced Surface Activity Borosilicate Glass:

Our RSA™ vials and inserts are meticulously crafted from premium borosilicate glass.
Class A quality ensures precise dimensions and consistent performance.
Manufactured in an ISO 9001:2015 facility.

Ceramic Write-On Patch and Fill Lines:

The write-on patch and fill lines are made of ceramic material.
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Key Features:



First Hydrolytic, Class A, Type-33 Reduced Surface Activity Borosilicate Glass:



Our RSA™ vials and inserts are meticulously crafted from premium borosilicate glass.



Class A quality ensures precise dimensions and consistent performance.



Manufactured in an ISO 9001:2015 facility.



Ceramic Write-On Patch and Fill Lines:



The write-on patch and fill lines are made of ceramic material.



They resist smearing or scratching, even when working with solvents.



Easily label your samples without compromising vial integrity.



Optimized Bottom Depths and Heights:



Designed and quality-controlled for maximum sample recovery and needle safety.



Made with a high precision insert that is fused above the rim of the vial for excellent sealing capabilities.



Ensures reliable performance during autosampling.



Low Adsorption Properties:



RSA™ glass minimizes adsorption of basic compounds, ensuring accurate quantitation.



Say goodbye to unwanted interactions with your samples.



No Sodium (Na) Contamination:



RSA™ vials do not add sodium to sample solutions.
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