PRODUCT SHEET MICROSGLY

HPLC Columns and Chromatography Accessories

Catalog Number

MI10-L9010-12U

Lap Tape for use with the LABeler, 20 inch Individual Cassette, 12mm, White Tape with Black Print, "Ultra-Low"
for specialty use. Tarsus Brand. 1 EA.

Additional Info

Ensure reliable labeling in extreme cold environments with ultra-low temperature label tape designed specifically for the
LABeler™ lab printer.

MI10-L9010-12U tape is engineered for specialized laboratory storage conditions, maintaining adhesion and legibility in
ultra-low temperature environments down to -80 °C and even in liquid nitrogen applications. This makes it ideal for long-term
storage of critical samples where label failure is not acceptable.

Designed for seamless use with the LABeler™, this cassette provides fast, consistent label printing for vials, racks, and lab
containers. The high-contrast black print on white tape ensures clear readability under challenging lab conditions, supporting
accurate sample identification and traceability across workflows.

Key Benefits

Designed for ultra-low temperature environments (down to -80 °C and liquid nitrogen)
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MI10‑L9010‑12U tape is engineered for specialized laboratory storage conditions, maintaining adhesion and legibility in ultra‑low temperature environments down to -80 °C and even in liquid nitrogen applications. This makes it ideal for long‑term storage of critical samples where label failure is not acceptable.



Designed for seamless use with the LABeler™, this cassette provides fast, consistent label printing for vials, racks, and lab containers. The high‑contrast black print on white tape ensures clear readability under challenging lab conditions, supporting accurate sample identification and traceability across workflows.



Key Benefits



Designed for ultra‑low temperature environments (down to -80 °C and liquid nitrogen)



Maintains adhesion and readability under extreme conditions



High‑contrast white tape with black print for easy identification



Compatible with LABeler™ portable label printer



Ideal for critical sample labeling and long‑term storage



Reliable performance in demanding laboratory environments
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